
Technical description „Kulturkraftwerk Harz Energie Goslar“ 

 

technical contact: 

 
Philip Ziegeler 

Philip.ziegeler@gmx.de 

+49 151 – 15040265 

 

Sound: 
 

PA 

• RCF-System, 2x18” active Subwoofer, 4x active Fullrange Speaker 735-A 

• Mono Delay Line 6,5m active DB Fullrange System 

 

FOH 

• Yamaha IM8 32 Mono, 8 Stereo Channel 

• 8 AUX send 2 of them for Effekt or Send 

• 8 Groups / 4 Matrix 

• Stereo 32 Band EQ Front 

• Stereo 32 Band EQ Monitor 1 / 2 

• 16 Band EQ Monitor 3 

• Behringer 4 Channel Kompressor / Limiter 

• TC Electronic M3000 

 

Multicore 

• Multicore stage right  24/4 

• Multicore stage left 24/6 

 

Monitoring 

• 4x active DB Monitore 

• Two additional passiv monitors with external amplifier 

 Light: 
 

Stage 

• Front, 8x 1KW PC, 1 Profiler, 2 Britec Movinheads 

• Top1, 6x PAR 64 

• Top2, 2x Britec Movingheads 

• Back 2x 6er Bar PAR64 

• 3x left/right each 1 PC 650W 



crane 

• 5m in front of stage 

• 6x 650W Profiler 

 

Lightdesk 

• Zero LeapFrog 96 

others 

• Fog machine stage left and three on top of stage (no Hazer) 


